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22"

STERNBERG - EURO SERIES
®E450 - SG - 150W MCIII OR 50W MCIII HPS - 240 - BK

TEMPERED GLASS LENS

32 3/4"

240 VOLT (LINE TO NEUTRAL)
BALLAST HOUSING

STERNBERG - LOUISVILLE

S
» 5614-TS-BK
5 DIA. STRAIGHT POLE
.188 WALL THICKNESS
e

6063-T5 STRUCTURAL
GRADE AL UMIMUM

POLE WELDED FOR SINGLE
UNIT CONSTRUCTION

18 FT MOUNTING HEIGHT
16 FT

7' DIA. STRAIGHT BASE
SHAFT

48"

ACCEZS DOOR SECURED WITH STAINLESS
ST:EL ALLEN HEAD SCREWS

17 1/2” DIA. BASE, .750 FLOOR THICKNESS
FOUR ANCHOR BOLTS AND ONE GROUND LUG

ORNAMENTAL LIGHTING UNIT DETAILS
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BY OTHERS

ANCHOR BOLTS AND HANDHOLE POSITION

DETAILS

NOT TO SCALE

NOTES:

THE LIGHT POST ASSEMBLY SHALL MEET AASHTO
DESIGN CRITERIA.

2. THE BOLT CIRCLE ON THE BASE PLATE SHALL CONFORM
WITH THE BOLT CIRCLE ON LIGHY POLE FOUNDATION.

3. THE LIGHT POST SHALL BE FRECTED AND LUMINAIRE
SHALL BE INSTALLED IN ACCORDANCE WITH THE
MANUFACTURER 5/32 S RECOMMENDATION.

4.  EACH LIGHT POLE SHALL BE GROUNDED IN STRICT
CONFORMANCE WITH NEC.

5. THE LIGHT POST ASSEMBLY BASE, POST SHAFT AND LUMINAIRE
SHALL BE PAINTED IN POWDER COAT BLACK POLYESTER FINISH.

6.  THE -POST/LUMINAIRE MANUFACTURER SHALL SUBMIT COLOR
SAMPLE TO OWNER. THE COLOR SAMPLE MUST BE APPROVED
BY THE OWNER.

7. THE LIGHT POST AND LUMINAIRE SHALL BE SET PLUMB
ON FOUNDATION.

8. THE CONTRACTOR SHALL COORDINATE TOTAL LENGTH OF ANCHOR
BOLTS AND EXTENSION ABOVE TOP OF FOUNDATION WITH THE LIGHT
POLE MANUFACTURER’S REQUIREMENTS. THE CONTRACTOR SHALL
CONFIRM ANCHOR BOLT EXTENTION AND LENGTH WITH ENGINEER.
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